
The projection screen type

The high-performance model is a projection screen that suits for 2K, 4K compatible high definition and 
high quality picture material.

Primary use
Aspect ratio
Available screen materials

Watching movies, Images that require delicate quality in every detail such as art and fine art images.
16 : 9

The projection screen is available in two lineups. The high-performance model(Aspect ratio : 16:9) that requires high definition and high quality picture, 
and the standard model(Aspect ratio : 16:10) that suits for PC output as its main application. You can choose the best screen based on the use of the 
requirement.
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Re a l i z a t i o n  o f  p e r f e c t  
flatness ahead of the high 
image quality era.

High performance model 
c omb i n i n g  w i t h  h i g h  
delicate materials.

Electric projection screen 
with simple structure and 
simple design.

F i xed  f r ame  pro jec t ion  
screen that maximizes the 
appeal of the material.

Electric projection screen 
w i t h  e x c e l l e n t  c o s t  
performance.
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StandardStandardBusiness standard screen mainly for PC output(Aspect ratio : 16:10).

Primary use
Aspect ratio
Available screen materials

Fixed frame projection screen 

SPA

Fixed frame projection screen 

STF

Tab tension projection screen

SEG
4 K  c om p a t i b l e  fl a m e  
retardant screen.

F i xed  f r ame  p ro jec t ion  
screen that maximizes the 
appeal of the material.

Electric projection screen 
w i t h  e x c e l l e n t  c o s t  
performance.

For corporate business, mainly for PC use.
16 : 10
WF801 WG207 WV901

Large size projection screen 

SEL
La rge  s i z e  s c r een  w i th  
built-in motor .
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Large size projection screen

EB
La rge  s i z e  s c r een  w i th  
external motor and relay 
box.
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P-selection / Electric projection screen

SEP
Electric projection screen 
with simple structure and 
simple design.
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Applicable screen materials
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◎Flame retardancy
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