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■WS901 is suitable for 2K.
■WS902 is suitable for high definition 4K image.
■High acoustic transparency and diffusive type sound screen.

WS901、WS902 is suitable for
 ・SEG(Tab tension electric screen)
 ・STF(Fixed frame screen)

The sound screen produced by OSI creates soft and rich sound 
in the high range through the texture of the fabric
instead of the hole. 

5°GAIN
　

0.72 ±10%
1/2GAIN　60°or more

5°GAIN 0.70±10%

　
1/2GAIN 60°or more

WS901

WS902

Large and small dots reproduce 
a diffusive calm image that 
prevents moire.

The twill weave produces
soft and durable screen.

5°gain 0.72 ± 10%
Half gain 60°or more

5°gain 0.70 ± 10%
Half gain 60°or more

Reflection characteristic curve

Reflection characteristic curve Reflection characteristic image of 
a diffusive white mat

WS901 and WS902 are a typical diffusive type
of screen. Diffusive screens reflect videos of
the same quality in all forward directions,
regardless of the viewer's position.

Ambient light such as lighting

Light from the projector

Screen

WS902 is suitable for high definition 4K image.
High acoustic transparency and diffusive type sound screen.

 ・SEG(Tab tension electric screen)

The sound screen produced by OSI creates soft and rich sound 
in the high range through the texture of the fabric

Sound screen
WS901/WS902

Speaker image is for illustration purposes.




